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M o d e l C o lo r B a s e
T y p e V o lt a g e N S N

S F B 1 2 0 D F B lu e M e d iu m 1 2 0

S F B 2 7 7 D F B lu e M e d iu m 2 7 7

S F R 1 2 0 D F R e d M e d iu m 1 2 0

S F R 2 7 7 D F R e d M e d iu m 2 7 7

S F G 1 2 0 D F G r e e n M e d iu m 1 2 0

S F G 2 7 7 D F G r e e n M e d iu m 2 7 7

S F A 1 2 0 D F A m b e r M e d iu m 1 2 0

S F A 2 7 7 D F A m b e r M e d iu m 2 7 7

S F W 1 2 0 D F W h it e M e d iu m 1 2 0

S F W 2 7 7 D F W h it e M e d iu m 2 7 7

F o r  D ir e c t io n a l L . E . D .  d o m e  s t y le  c h a n g e  D F  t o  D R
C o n t a c t  D S C P  L ig h t in g  T e a m  fo r  a v a ila b ilit y

WATT-MAN� Is Proudly Manufactured in the USA

For signal lighting applications
found in factories, warehouse
loading docks, hospitals and
commercial facilities.

• Eliminates Incandescent
Bulb Replacement

• Consumes Only One-Watt
of Energy

• Unbreakable Acrylic Dome
Style Lens

• Available in Red, Green,
Blue, Amber or White

• Diffused or Directional
L.E.D. Light Source

• L.E.D Light Source
Resistant to Vibration

• Weather-Proof Junction
Box

• Surge Protected/Solid State Circuitry
• Quick Investment Payback
• 120VAC or 277VAC & Low Voltage DC Available
• 5-Year Warranty
• UL Listed

WATT-MAN� L.E.D. Signal Fixtures


